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MORTISE LATCH SET C/W 

CONCEALED "DM" INTERLOCK  
DESIGNED BY NIAGARA BELCO LTD IN 1993

FLUSH CUP & LEVER

1-1/2 HOUR LABELLED
DOOR PAIR & FRAME

QUANTITY CONST. WIDTH HEIGHT JAMB DEPTH QUANTITY CONST. WIDTH HEIGHT THICKNESS

DOORSFRAME

(PAIRS)

1 
3/

4"

(DOORS OPEN TO 90º)

CAM

ANCHORING
SAME AS SHOWN
AT OPPOSITE
JAMB

(TYP) RUNNING

CLEARANCE

ACTIVE DOORINACTIVE DOOR

LEVER HANDLE

SPECIAL OFFSET
KEEPERS

CAR SILL LINE

Note: Door and frames shall be constructed of best quality
galvanneal sheet steel of gauges specified.

ADJUSTABLE MASONRY
ANCHOR (3 PER JAMB)

FACTORY WELD
OR

1/4"-20 N,C,
BOLTS TO SILL

PLAN VIEW SECTION "A"-"A"
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4" x 4" RE-ENFORCING ON 

4 1/2"

NOTE: IN CANADA YOU MUST USE 
SHEAR GUARDS ON DOORS BELOW 

EXTRA CHARGE FOR 
VISION PANEL ON

MORTISE LATCH SET C/W 

FLUSH CUP & LEVER (OPTION)

TOP LEVEL

CHANNEL LEVER (STD)

INSIDE OF CORRIDOR SKIN

 INACTIVE DOOR IF NEEDED

TOP OF HEADJAMB

FRONT VIEW

Section "A"-"A"

HATCH
SIDE

HALL SIDE

1 3/4" x 10" CONTACT

INSPECTION COVER

STEEL ASTRAGAL
ON ACTIVE DOOR

4" x 7"

1/4" CLEAR WIRED
GLASS VISION
PANEL NOT FLUSH

#955 'FLUSH PULL'
HANDLES ON CAR
SIDE OF SWING
DOORS

3 - PAIRS 4 1/2"BALL
BEARINGS HINGES
ON 6'-8" HIGH
DOORS
4 - PAIRS ON 7'-0"
HIGH DOORS

48
"

ACTIVE
DOOR

FIRESTOP

EMERGENCY
KEY HOLE

SHIELD & SCREWS

3 1/2" x 16" FLUSH INTERLOCK
ACCESS COVER

LINTEL
REQUIRED

KEEPER

WIRE & INTERLOCK
ENCLOSURE
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FLUSH
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COVER
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EXPOSED

CENTERED

39 15/16"

MEETS THE US A17.1 & CAN B-44 CODES

Right hand view shown in Plan View

IMPORTANT INFORMATION NEEDED FROM INSTALLING CONTRACTOR:

(NOTE: PROVIDE AS MUCH ROUGH OPENING AS
POSSIBLE FOR GOOD FASTENING AND SATISFACTORY
INSTALLATION)

     WIDE    x                HIGH

WILL FRAMES BE ATTACHED TO BUILDING
STRUCTURE BY DRYWALL, BRICK/CONC. BLOCK?
IF SO - WALL THICKNESS

WELDED TO STEEL CHANNELS?
IF SO - SIZE OF CHANNELS

OTHER METHOD (SPECIFY)

Q.

(A)

(B)

(C)

Q.

WHAT IS MAXIMUM ROUGH OPENING AVAILABLE?

Q. WHERE IS (OR WILL THERE BE) LOCATION OF 
CAM WHICH WILL UNLOCK DOOR INTERLOCKS?

(View from hall side)

LH RH
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