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DOOR CLOSER
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. — IMPORTANT INFORMATION NEEDED FROM INSTALLING CONTRACTOR:
1 E : WHAT IS MAXIMUM ROUGH OPENING AVAILABLE? WIDE x HIGH
_ )J - (NOTE: PROVIDE AS MUCH ROUGH OPENING AS
= — POSSIBLE FOR GOOD FASTENING AND SATISFACTORY
SHIELD & SCREWS
INSTALLATION)
WHEN ENTRANCE IS SET IN PLACE, DISTANCE FROM
STANDARD - SURFACE MOUNT SILL HATCH SIDE OF CLOSED DOOR TO CAR SILL (INCHES)? D
.- " ) (A) WILL FRAMES BE ATTACHED TO BUILDING
ot o o Qe STRUCTURE BY DRYWALL, BRICK/CONC. BLOCK? D
1 /Y FASCIA IF SO - WALL THICKNESS
THICKNESS
(B) WELDED TO STEEL CHANNELS? D
MIN. 2"x 6"
POCKET REQUIRED N){;féf;g{g IF SO - SIZE OF CHANNELS
OPTIONAL - FLUSH MOUNT SILL (C) OTHER METHOD (SPECIFY) D
VERTICAL SECTION []
Q. FINISH:  (A) STANDARD SATIN COAT GAL.
(B) OTHER (SPECIFY)
N I A G A RAA B E L C O Q. SPECIFY VOLTAGE AVAILABLE FOR ELECTRIC STRIKE COIL (IF USED)
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